
NOTE BUILDER WILL NEED TO REMOVE 
SOME EXISTING CHAINLINK FENCE FOR 
NEW PLATE INSTALLATION 

(E) CORRUGATED METAL 
SCREEN 0/ (E) CHAIN LINK 
FENCE, CORRUGATED METAL 
APPROX 10' TALL, REMOVE FOR 
PLATE INSTALLATION, REPLACE 

<INTERIOR BLDG 2> 

1--

(E) 3" DIA FENCE POSTS ON
BASE PL

MET AL DOOR, 3070 

INTERIOR CHAIN LINK FENCE, 
FENCE POSTS APPROX 17'-6" 
TALL 

<WING 4 OUTDOOR EXCERCISE YARD> 

(E) CONC WALL,
APPROX 20' TALL

19'-9 1/2" 

(E) 8" CMU WALL ,
APPROX 10' TALL

EXISTING FENCE CONDTION 

Scale: 1/4" = 1'-0" 

new plate to connect to masonry. 
wall, see detail 102 

new plate to connect to cone. wall, 
see detail 101 

HSS to Fence per per 
detail 103 

100 

new horiz Hollow 
Structural Section (HSS) 
4x4x5/16, connect @ each 
fence post and ends 

weld plaet to perimeter of door 
frame 

new 1/4" Steel Plate, welded to 
interior of all steel posts, base PL, 
and horizontal members 

new base plate, center between (E) 
fence posts, see detail 104 

(E) CONC WALL,
APPROX 20' TALL

(E) 8" CMU WALL ,
APPROX 1 O' TALL

NOTES 

Mendocino County Jail 
Bldg 2, Wing 4 
Excercise Yard Plate 
8-23-17
D. DUNCAN
17-147

REVISED FENCE CONDTION 

Scale: 1/4" = 1'-0" 

1. See detail 1 above for information not shown.
2. 1/4" PL may be cont. or connect@ posts.
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